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TYPE 2 P.C.C. MEDIAN CUREB

4”7 A.C. PAVEMENT (MIN.)
/ 2% MIN.

(SEE STD. DETAIL DWG 1-6.2 (312)) TYP.
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W / |

MINIMUM 6° OF TYPE 2, CLASS B,
AGGREGATE BASE WITH 95% COMPACTION

TO BE USED ONLY WITH THE APPROVAL OF THE CITY ENGINEER.

THIS IS A TEMPORARY FACILITY AND IS ONLY ALLOWED FOR ROADWAYS DESIGNATED
AS COLLECTORS OR ARTERIALS. THIS SECTION MAY BE USED THROUGH COMMERCIAL
OR RESIDENTIALLY ZONED PROPERTIES TO CONNECT REMOTE DEVELOPMENTS TO

EXISTING CITY STREETS (ALSO REFER TO STANDARD DETAIL DRAWING NOS. R—101A

(314, 320) AND R—101B (314, 320) FOR R/W WIDTHS).

ADDITIONAL R/W MAY BE REQUIRED AT INTERSECTIONS.

SIDEWALKS MAY BE REQUIRED IN CERTAIN LOCATIONS AND CONDITIONS.

PROVISIONS FOR ADEQUATE DRAINAGE FACILITES REQUIRED.
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